System Description

1. Pipe Size

2. Wall Thickness

3. Material

4. Operating Pressure, psig

Other Requirements

1. Restricted Distance, ft

Piping System Pneumatic Test Report
NASA Glenn Research Center

28" O.D. tle

038"

204 Stainless steel

240 faig

S

2. Cold Shock (cryo only) Y/N, date

Pneumatic Test Parameters

1. Pneumatic Test Date 10-7-02

2. Maximum Test Pressure, psig =~ 3004

3. Test Fluid _ Nrogn
4. Test Fluid Temperature, °F __W0F
5. System Metal Temperature, °F 0°F

6. Verified Gauge Calibration, Date: 1-26-02

3. Leak Test (required), date 10-)-02
Specific Check Points and % of Test Pressure Time/Initials
1.50% = 150 21.3 Hold time S min., J.CS.
2. 60% = 180 2).5 Hold time S i, J.0S.
3.70% = 210 43.3 Hold time S min. J.CS.
4. 80% = 240 50.0 Hold time S min., J.CS.
5.90% = 270 $6.3 Hold time S min. J.CS.
6. Max = 300 €28 Hold for 15 minutes 15 min. J.CS.
Remarks:
For University of Wisomcon drop 2ig

Pneumatic Pressure Test Performed by
Organization Building US tecbricianm
Technicians Jeffpey C. Suith. 10-7-02

Signature Date

Phineas Isringham 10-)-02

Signature Date
NASA Witness Phineas Isringham 10-02

Signature Date
Other 10-7-02

Signature

Date August, 2001



